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Door: The sterilizer door will be self-sealing type which can-
not be opened until steam pressure is completely exhausted. 
Door will be 12 gauge stainless steel, removable for cleaning 
without tools. Door gasket will be one piece molded, replace-
able without tools or cement.

Operation: Sterilizing cycle will be fully automatic, 
time-controlled and have a built in 
temperature control which provides 250°F. Model STM-EL has 
the additional feature of an 
adjustable temperature control that can be set anywhere 
from 230°F-250°F range. All 
operating control will be located at the top, front of the sterilizer. Pressure will be automatically and quickly ex-
hausted and power supply shut off at termination of cycle. Slow exhaust may be selected for sterilizing liquids.

Electrical Requirements: Unit will be rated at 12kW at 236V and will be equipped for operation at: 
208-240V, 3 Wire, 1 Phase, 60 Hz or, 208-240V, 4 Wire, 3 Phase, 60 Hz or, 220V, 1 Phase, 50 Hz or, 220V, 
3 Phase, 50 Hz.

Standard Features: LCD Display Screen, Temperature in °F (w/PSI) or °C (w/kPa), Sterilizing 
Temperatures from 225°F (107°C) to 250°F (121°C), Choose from FAST or SLOW exhaust, Built-In 

Data Recorder and Printer, Programmable Buttons to store up to three Temp/Time/Vent Settings, 
Maintains Set Temperature with Built-In Microprocessor, Electric Steam Trap, Removable Pan Sup-

ports, and A.S.M.E. and C.S.A. Approved. 

Market Forge Sterilmatic
          Models: STM-ED, STM-EDX

Size: 18-3/4” Wide x 27-5/8“ High x 31” Deep 
 Optional tubular leg stainless steel stand with shelf. 27-1/2” 

High. Overall height of Sterilmatic with Stand is 56” High.

Description: The Sterilmatic is a 
dependable, inexpensive, and ideally suited for lab-

oratories, veterinary clinics, 
processing plants, and more.

Cylinder: Sterilizing cylinder will be 3/16” wall 
wielded aluminum. Sterilizer exterior is made of polished 

stainless steel. Interior dimensions of 16” in diameter 
and 26” long with a cubic content of 5,220 cubic inches 

and will have a door opening of 13-1/2” wide and 11” 
high. Sterilizing compartment will have a capacity of : (3) 
12”x20”x2-1/2” or, (2) 12”x20”x4” or, (1) 12”x20”x6”.
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Optional At Extra Cost: Stenilmatic tubular leg stain-
less steel stand with shelf, Second shelf for tubular leg 

stainless steel stand, Echaust condenser (for condensing 
exhaust steam when unit cannot be vented to outside), 

Stenlmatic trays (stainless steel, one piece, round cornered) 
- perforated trays in the following sizes: 12”x20”x2-1/2” (holds 

3 of this size), 12”x20”x4” (holds 2 of this size+one 2-1/2” tray), 
12”x20”x6” (holds one of this size+one 2-1/2” tray), Stenlmatic 

wire basket (recommended for dressings) - available in the follow-
ing sizes: 12”X20”x2-1/2” and 12”x20”x4”.

 *UNIT MUST BE GROUNDED
*MAIN SUPPLY VOLTAGE FLUCTUATIONS ARE NOT TO EXCEED 
±10 NOMINAL SUPPLY VOLTAGE

NOTES: 
1. An air break must be provided if a unit drain line is run.
2. Vent exhaust to atmosphere. B1 is actual connection, but must exit cas-
ing at B.
IMPORTANT: Exhaust line must be vented to the outside to eliminate the exhaust 

steam and the accompanying noise from entering the room. use 1/2” copper tubing 
or suitable alternate. The overall height and length of the line should not rise more 

than 4 ft above the unit amd exceed 15 ft with a minimum of bends. The line 
should slope downward after leaving the sterilizer in order to ensure condensate 

drainage.

IMPORTANT: Failure to comply with this outline will affect the sterilization 
process.

When an exhaust condenser (part number: A9L50436FA)   is sup-
plied; the following services must be provided: 1/2” IPS cold water: 

1” IPS waste: 115 V electrical line.

Market Forge Sterilmatic
Models: STM-ED, STM-EDX


